
275 
Tongyu reserves all rights to change specications without prior notice.    website: www.tycc.cn 

                                                       Content 

Indoor Antenna 

Model Antenna Type Directionality 
Frequency 

Range(MHz) 
Polarization 

Gain 

(dBi) 
Page 

TQI-700/2700-SJ-02v01 Ceiling Antenna Omni 
698-960 

V Pol 
2 

276 
1710-2700 5 

TQI-609003/172704D-SJv02 Ceiling Antenna Omni  
698-960 

1710-2700 
X Pol 

3 

4 
277 

TQI-380/2700-SJv01 Ceiling Antenna Omni  

380-470 

V Pol 

2.5 

278 698-960 3.5 

1427-2700 4.5 

TQI-698/3600-SJ Ceiling Antenna Omni  

698-960 

V Pol 

4 

279 1427-2690 5.5 

3400-3600 5 

TDI-702706-SJ11  
Wall Mount 

Antenna 
Directional 

698-960 
V Pol 

5 
280 

1710-2700 8 

TDI-609008/172708D-65PT0-Cv02 
Wall Mount 

Antenna 
Directional 

698-960 
X Pol 

7 
281 

1710-2700 8 

TDJ-809011YG  Yagi Antenna Directional 806-960 V Pol 11 282 

TDJ-182013YG Yagi Antenna Directional 1710-2170 V Pol 13 283 

TN-07091727-01 Terminal antenna Omni 
698-960 

Linear 
2 

284 
1710-2690 2 

TT-245804-6W1 Terminal antenna Omni 
2400-2500 

V Pol 
3.5 

285 
5150-5850 4 

TT-2403-6W1 Terminal antenna Omni 2400-2500 V Pol 2.5 286 

TT-5803-6W1 Terminal antenna Omni 5150-5850 V Pol 4 287 

TZD-EW618-05 Terminal-antenna Omni 
824-960 

V Pol 
1.5 

288 
1710-2170 1.5 

TM-802705 Car antenna Omni 
800-960 

V/RHCP 
5 

289 
1710-2700 6 

TLP-702711-DI12 
Logarithmic 

Periodic Antenna  
Directional 

698-960 
V Pol 

10 
290 

1710-2700 11 

TSXJ-802705 
Bidirectional 

Antenna 
Directional 

806-960 
V Pol 

5 
291 

1710-2700 5.5 

PST-2018C-05  Parabolic Antenna Directional 1920-2170 V Pol 18.5 292 

PST-809018C-12  Parabolic Antenna Directional 824-960 V Pol 18.5 293 
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                                         TQI-700/2700-SJ-02v01 

VPol 698~960MHz/1710~2700MHz 360° and 2/5dBi Ceiling Mount Indoor Omni Antenna. 

 

Electrical specifications 

  Frequency Range(MHz) 698~800 800~960 1710~2700 

  Polarization Vertical 

  Gain (dBi) 1.5 2 5 

  Horizontal 3dB beamwidth (°) 360 

  Vertical 3dB beamwidth (°) 80 65 65 

  VSWR ≤1.8 ≤1.5 

  Intermodulation IM3 

(2×43dBm carrier) 
≤-150dBc 

  Impedance (Ω) 50 

Max. power per input (W) @50°C 50 

 

Mechanical specifications 

Connector 
1×N-Female With Cable Rg141  

of 300mm length 

Connector position Back 

Height×width×depth (mm) φ184×80 

Packing size (mm) 180×180×180 

Antenna weight (kg) 0.3 

Packing weight (kg) 0.43 

Radome material ABS 

Radome color white 

Operating temperature (℃) -40~60 

 

 

 

 

 

 

 

 

 

 

 

 

  

  

698~960MHz 1710~2700MHz   

 

 

www.tt-telecom.ru



277 
Tongyu reserves all rights to change specications without prior notice.    website: www.tycc.cn 

                                     TQI-609003/172704D-SJv02 

XXPol 698~960MHz/1710~2700MHz Omni 3/4dBi Ceiling Antenna 

 

Electrical specifications 

  Frequency Range(MHz) 698~960 1710~2700 

  Polarization ±45° 

  Gain (dBi) 3 4 

  Horizontal 3dB beamwidth (°) 360 

  Vertical 3dB beamwidth (°) 100 50 

  VSWR ≤2.0 ≤1.8 

  Intermodulation IM3 

  (2×43dBm carrier) 
≤-150dBc 

  Impedance (Ω) 50 

Max. power per input (W) @50°C 50 

 

Mechanical specifications 

Connector 2 x 4.3-10 Female 

Connector position Back 

Height×width×depth (mm) 45×φ240 

Packing size (mm) 290×290×195 

Antenna weight (kg) 0.9 

Packing weight (kg) 1.2 

Radome material ABS 

Radome color white 

Operating temperature (℃) -40~60 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 698~960MHz 1710~2700MHz 
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                                            TQI-380/2700-SJv01 

VVVPol 380~470MHz/698~960MHz/1427~2700MHz Omni/2.5/3.5/4.5dBi Ceiling Antenna.  

 

Electrical specifications 

  Frequency Range(MHz) 380~470 698~960 1427~2700 

  Polarization Vertical 

  Gain (dBi) 2.5 3.5 4.5 

  Horizontal 3dB beamwidth (°) 360 

  Vertical 3dB beamwidth (°) ≥15 

  VSWR ≤2.5 ≤1.8 

  Intermodulation IM3 

(2×43dBm carrier) 
≤-140dBc 

  Impedance (Ω) 50 

Max. power per input (W) @50°C 50 

 

Mechanical specifications 

Connector N-Female 

Connector position Back 

Height×width×depth (mm) 265×182×15 

Packing size (mm) 275×140×140 

Antenna weight (kg) 0.4 

Packing weight (kg) 0.51 

Radome material ABS 

Radome color white 

Operating temperature (℃) -40~60 

 

 

 

 

 

 

 

 

 

 

 

 

   

 

380~470MHz 698~960MHz 1427~2700MHz  
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                                                TQI-698/3600-SJ 

VVVPol 698~960MHz/1427~2690MHz/3400~3600MHz Omni 4.25/5.32/5.03dBi Ceiling Antenna. 

 

Electrical specifications 

  Frequency Range(MHz) 698~793 803~881 890~960 1427~1511 1710~2170 2200~2690 3400~3600 

  Polarization Vertical 

  Gain (dBi) 3.33 4.25 3.91 5.32 4.75 4.15 5.03 

  Horizontal 3dB beamwidth (°) >60 >60 >60 >40 >35: >25 >20 

  VSWR ≤1.6 <1.8 ≤1.6 ≤1.6 <1.8 <1.8 <2.0 

 Intermodulation IM3 

 (2×43dBm carrier) 
≤-140dBc ≤-150dBc 

  Impedance (Ω) 50 

Max. power per input (W) @50°C 50 

 

Mechanical specifications 

Connector N-Male With Cable Rg141 of 1m length 

Connector position Bottom 

Height×width×depth (mm) φ134×7 

Packing size (mm) 142×142×126 

Antenna weight (kg) 0.4 

Packing weight (kg) 0.5 

Radome material ABS 

Radome color white 

Operating temperature (℃) -40~60 

 

 

 

 

 

 

 

 

 

 

 

 

  

698~960MHz 1427~3600MHz 
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                                               TDI-702706-SJ11 

VPol 698~960MHz/1710~2700MHz 5/8dBi Indoor Directional Antenna, Wall Mount.  

 

Electrical specifications 

  Frequency Range(MHz) 698~800 800~960 1710~2200 2200~2500 2500~2700 

  Polarization Vertical 

  Gain (dBi) 5±1 8±1 6±1 6±1 

  Horizontal 3dB beamwidth (°) 115±20 95±15 75±15 115±15 115±20 

  VSWR <1.8 ≤1.6 

  Intermodulation IM3 

(2×33dBm carrier) 
≤-140dBc 

  Impedance (Ω) 50 

 

Mechanical specifications 

Connector 1×N-Female With Cable of 300mm length 

Connector position Bottom 

Height×width×depth (mm) 210×180×44 

Packing size (mm) 250×210×55 

Antenna weight (kg) 0.572 

Packing weight (kg) 0.667 

Radome material ABS 

Radome color white 

Operating temperature (℃) -40~60 

 

 

 

 

 

 

 

 

 

 

 

 

  

900MHz 2100MHz 

 

  

 

www.tt-telecom.ru



281 
Tongyu reserves all rights to change specications without prior notice.    website: www.tycc.cn 

                                TDI-609008/172708D-65PT0-Cv02 

XPol 698~960MHz/1710~2700MHz 7/8dBi Indoor Directional Antenna , Wall Mount. 

 

Electrical specifications 

  Frequency Range(MHz) 698~806 806~960 1710~2200 2200~2500 

  Polarization ±45° 

  Gain (dBi) 7 7 8 8 

  Horizontal 3dB beamwidth (°) 75 75 65 62 

 Vertical 3dB beamwidth (°) 65 60 60 60 

Front-to-back ratio (dB) ≥15 

  VSWR <1.9 

  Intermodulation IM3 

(2×33dBm carrier) 
≤-140dBc 

  Impedance (Ω) 50 

  Max. power per input (W) @50°C 50 

 

Mechanical specifications 

Connector 2×N-Female With Cable of 300mm length 

Connector position Bottom 

Height×width×depth (mm) 260×185×75 

Packing size (mm) 440×330×610 

Antenna weight (kg) 0.78 

Packing weight (kg) 1.28 

Radome material ABS 

Radome color white 

Operating temperature (℃) -40~60 

 

 

 

 

 

 

 

 

 

 

 

 

  

698~960MHz 1710~2690MHz 
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                                                 TDJ-809011YG 

VPol 806-960MHz 35° 11dBi Yagi Antenna. 

 

Electrical specifications 

  Frequency Range(MHz) 806~960 

  Polarization Vertical 

  Gain (dBi) 11 

  Horizontal 3dB beamwidth (°) 40 

  Vertical 3dB beamwidth (°) 35 

Front-to-back ratio (dB) >12 

  VSWR ≤1.5 

  Intermodulation IM3 

 (2*33dBm Carriers) 
≤-140dbc 

  Impedance (Ω) 50 

Lightning protection DC Ground 

 

Mechanical specifications 

Connector N-Female 

Connector position Bottom 

Height×width×depth (mm) 789×191×50 

Packing size (mm) 815×197×65 

Antenna weight (kg) 0.5 

Packing weight (kg) 0.8 

Max. wind velocity (km/h) 216 

Operating temperature (℃) -40~60 

Mounting hardware (mm) Ф30~Ф70 

 

 

 

 

 

 

 

 

 

 

 

806~960MHz  
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                                                 TDJ-182013YG 

VPol 1710-2170MHz 41° 13dBi Yagi Antenna. 

 

Electrical specifications 

  Frequency Range(MHz) 1710~2170 

  Polarization Vertical 

  Gain (dBi) 13 

  Horizontal 3dB beamwidth (°) 41 

  Vertical 3dB beamwidth (°) 36 

Front-to-back ratio (dB) ≥18 

  VSWR ≤1.5 

Max. power per input (W) @50°C 150 

Lightning protection DC Ground 

 

Mechanical specifications 

Connector N-Female 

Connector position Bottom-0.3m Cable 

Height×width×depth (mm) 848×111 

Packing size (mm) 935×120×80 

Antenna weight (kg) 0.45 

Max. wind velocity (km/h) 216 

Operating temperature (℃) -40~60 

Mounting hardware (mm) Ф35~Ф54 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

1710~2170MHz 
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                                                TN-07091727-01 

698-960/1710-2690MHZ 2dBi Terminal antenna. 

 

Electrical specifications 

  Frequency Range(MHz) 698~960 1710~2690 

  Polarization Linear 

  Gain (dBi) 2 

Horizontal half-power beam width (°) 360 

  VSWR ≤3.0 

  Maximum input power (W) 10 

 

Mechanical specifications 

Connector 1 x TS-9 

Connector position Bottom-0.6m Cable 

Height×width×depth (mm) 168×82.5×48.5 

Packing size (mm) 268×124×65 

Antenna weight (kg) 0.12 

Packing weight (kg) 0.24 

Radome material Plastic 

Radome color White 

Operating temperature (℃) -30~60 

Humidity 5～95% 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Horizontal Pattern Vertical Pattern 
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                                                 TT-245804-6W1 

2400-2500/5150-5850MHz 3.5/4dBi Terminal antenna. 

 

Electrical specifications 

  Frequency Range(MHz) 2400~2500 5150~5850 

  Polarization Vertical 

  Gain (dBi) avg 3.5 avg 4 

Horizontal half-power beam width (°) 360 360 

Circularity (dB) 3 

  VSWR ≤2.0 

  Maximum input power (W) 1 

 

Mechanical specifications 

Connector RP-SMA-J 

Height×width×depth (mm) Φ14×149 

Packing size (mm) 230×80 

Antenna weight (kg) 0.012 

Packing weight (kg) 0.025 

Radome material Plastic 

Radome color White 

Operating temperature (℃) -40~70 

Humidity 5～95% 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  
2.4G 5.8G 
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                                                   TT-2403-6W1 

2400-2500MHz 2.5dBi Terminal antenna. 

 

Electrical specifications 

  Frequency Range(MHz) 2400~2500 

  Polarization Vertical 

  Gain (dBi) ≥2.5 

Horizontal half-power beam width (°) 360 

Vertical half-power beam width (°) 65 

  VSWR ≤2 

  Maximum input power (W) 50 

 

Mechanical specifications 

Connector RP-SMA-J 

Height×width×depth (mm) Φ14×149 

Packing size (mm) 230×80 

Antenna weight (kg) 0.025 

Packing weight (kg) 0.036 

Radome material Plastic 

Radome color White 

Operating temperature (℃) -40~70 

Humidity 5～95% 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Horizontal Pattern Vertical Pattern 
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                                                   TT-5803-6W1 

5150-5850MHz 4dBi Terminal antenna. 

 

Electrical specifications 

  Frequency Range(MHz) 5150~5850 

  Polarization Vertical 

  Gain (dBi) ≥4 

Horizontal half-power beam width (°) 360 

Vertical half-power beam width (°) 45±5 

  VSWR ≤2 

  Maximum input power (W) 50 

 

Mechanical specifications 

Connector RP-SMA-J 

Height×width×depth (mm) Φ14×149 

Packing size (mm) 230×80 

Antenna weight (kg) 0.025 

Packing weight (kg) 0.036 

Radome material Plastic 

Radome color White 

Operating temperature (℃) -40~70 

Humidity 5～95% 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Horizontal Pattern Vertical Pattern 
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                                                 TZD-EW618-05 

824-960/1710-2170MHz 1.5dBi Terminal antenna. 

 

Electrical specifications 

  Frequency Range(MHz) 824~960 1710~2170 

  Polarization Vertical 

  Gain (dBi) 1.5 

  VSWR ≤2 

  Maximum input power (W) 10 

 

Mechanical specifications 

Connector RPTNC-male 

Height×width×depth (mm) 153×25.2×8.5 

Packing size (mm) 230×80 

Antenna weight (kg) 0.026 

Packing weight (kg) 0.05 

Radome material Plastic 

Radome color Black 

Operating temperature (℃) -30~60 

Humidity 5～95% 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Horizontal Pattern Vertical Pattern 
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                                                     TM-802705 

 

800~960MHz/1710~2700MHz Omni/5/6dBi. 

Electrical specifications 

  Frequency Range(MHz) 800~960 1710~2690 

  Polarization Vertical 

Gain (dBi) 5±1.5 6±1.5 

Horizontal half-power beam width (°) 360 

Vertical half-power beam width (°) 38 

  VSWR <2.0 

Impedance (Ω) 50 

  Max. power per input (W) @50°C 25 

 

Mechanical specifications 

Connector 1*N Female 

Connector position Bottom 

Height×width×depth(mm) 200×100×90 

Operating temperature (℃) -40~60 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

www.tt-telecom.ru



290 
Tongyu reserves all rights to change specications without prior notice.    website: www.tycc.cn 

                                               TLP-702711-DI12                                                           

Vpol 698～960/1710～2700MHz 10/11dBi Logarithmic Periodic Antenna. 

Electrical specifications 

  Frequency Range(MHz) 698~960 1710~2700 

  Polarization Vertical 

  Gain (dBi) 9.5±0.5 10.5±0.5 

  Horizontal 3dB beamwidth (°) 65±15 58±10 

  Vertical 3dB beamwidth (°) 60±15 55±10 

  VSWR ≤1.8 ≤1.5 

 Intermodulation IM ≤-140dBc(2×33dBm carrier) 

 Impedance (Ω) 50 

 Max. power per input (W) @50°C 50 

 Lightning protection DC Ground 

 

Mechanical specifications 

Connector 1×N-Female With Cable Rg141 of 330mm length 

Connector position Bottom 

Height×width×depth (mm) 440×210×65 

Packing size (mm) 570×235×85 

Antenna weight (kg) 0.65 

Packing weight (kg) 1.02 

Max. wind velocity (km/h) 132 

Radome material ABS 

Radome color White 

Operating temperature (℃) -40~60 

Mounting hardware (mm) φ35～φ50 
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                                                   TSXJ-802705 

VPol 806～960/1710～2700MHz 65°5/5.5dBi Bidirectional Antenna. 

 

Electrical specifications 

  Frequency Range(MHz) 806~960 1710~2500 2500~2700 

  Polarization Vertical 

  Gain (dBi) 5 5.5 5.5 

 Half-power beam width (°) 70 65 65 

  Vertical-power beamwidth (°) 65 55 50 

  VSWR ≤1.6 ≤1.6 ≤2.0 

  Intermodulation IM3 

  (2×43dBm carrier) 
≤-140dBc 

  Impedance (Ω) 50 

 Maximum input power (W) 150 

 Lightning protection DC Ground 

 

Mechanical specifications 

Connector 1×N-Female 

Connector position Bottom 

Height×width×depth (mm) 410×55×220 

Packing size (mm) 425×340×245 

Antenna weight (kg) 0.75 

Packing weight (kg) 0.9 

Wind loading area (m2) 0.1 

Max. wind velocity (km/s) 216 

Radome material UV ABS 

Radome color Gray 

Operating temperature (℃) -40~60 

Mounting hardware (mm) φ30～φ70 

 

 

 

 

 

 

 

 

  

806~960MHz 1710~2700MHz 
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                                                  PST-2018C-05 

1920～2170MHz 18.5dBi Vertical Polarization Parabolic Grid antenna. 

 

Electrical specifications 

  Frequency Range(MHz) 1920~2170 

  Polarization Vertical 

  Gain (dBi) 18.5 

Horizontal half-power beam width (°) 16 

Vertical half-power beam width (°) 20 

Front-to-back ratio (dB) ≥25 

Impedance (Ω) 50 

  VSWR ≤1.5 

  Maximum input power (W) 100 

 Lightning protection DC Ground 

 

Mechanical specifications 

Connector 1 x N－female 

Connector position Back 

Height×width×depth (mm) 520×450 

Packing size (mm) 600×550×200 

Antenna weight (kg) 2.6 

Packing weight (kg) 5.3 

Max. wind velocity (km/h) 216 

Operating temperature (℃) -40~60 

Mounting hardware φ30～φ70 

 

 

 

 

 

 

 

 

 

 

  

1920MHz 2170MHz 
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                                                PST-809018C-12 

824～960MHz 18dBi Vertical Polarization Parabolic Grid antenna. 

 

Electrical specifications 

  Frequency Range(MHz) 824~896 870~960 

  Polarization Vertical 

  Gain (dBi) 17.5 18 

Horizontal half-power beam width (°) 15 

Vertical half-power beam width (°) 20 

Front-to-back ratio (dB) ≥25 

Impedance (Ω) 50 

  VSWR ≤1.5 

  Maximum input power (W) 100 

 Lightning protection DC Ground 

 

Mechanical specifications 

Connector 1 x N－female 

Connector position Back 

Height×width×depth (mm) 1200×900 

Packing size (mm) 700×540×200 

Antenna weight (kg) 6.8 

Packing weight (kg) 7.4 

Max. wind velocity (km/h) 216 

Operating temperature (℃) -40~60 

Mounting hardware φ50～φ115 

 

 

 

 

 

 

 

 

 

 

  

824MHz 960MHz 
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