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HYBRID  
COUPLERS
Hybrid Couplers with N or 4.3-10 connector  
interfaces.

Hybrid Couplers are basically used for either 
splitting a signal into equal shares with high 
port isolation or to combine signals within  
the same frequency band. As for most other  
components, Telegärtner concentrates on low 
PIM, low VSWR and low insertion loss.

Frequency Range  
340–2700 MHz,  
698–2700 MHz,  
575–3800 MHz

Number of Ports 

2/2

3/3

4/4

low-PIM
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Part Number Connector  
Interface

Frequency Range No. of Ports  
In/Out

PIM  
(@2 × 43 dBm)

Av. Power Rating Environmental

J01029A0022 N female 340–2700 MHz 2/2 ≤ -161 dBc 200 W IP65

J01029A0010 N female 698–2700 MHz 2/2 ≤ -161 dBc 200 W IP65

J01029A0011 N female 575–3800 MHz 2/2 ≤ -161 dBc 200 W IP65

J01029A0023 N female 698–2700 MHz 3/3 ≤ -155 dBc 200 W IP65

J01029A0024 N female 698–2700 MHz 4/4 ≤ -161 dBc 200 W IP65

J01447A0042 4.3-10 female 340–2700 MHz 2/2 ≤ -161 dBc 300 W IP65

J01447A0021 4.3-10 female 698–2700 MHz 2/2 ≤ -161 dBc 300 W IP65

J01447A0022 4.3-10 female 575–3800 MHz 2/2 ≤ -161 dBc 300 W IP65

J01447A0043 4.3-10 female 698–2700 MHz 3/3 ≤ -155 dBc 300 W IP65

J01447A0044 4.3-10 female 698–2700 MHz 4/4 ≤ -161 dBc 300 W IP65

J01447A0043

J01447A0044

J01447A0021

J01029A0010
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Your distributor:

Telegärtner
Karl Gärtner GmbH 

Lerchenstr. 35
D-71144 Steinenbronn

Tel.	 +49 71 57/1 25- 0
Fax	 +49 71 57/1 25- 5120

info@telegaertner.com
www.telegaertner.com

Would you like to discover our entire  
portfolio for Antenna Line Products?
Please have a look at our catalogue „Components  
for Mobile Communication Networks“ on our  
website www.telegaertner.com/go/MCS
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