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Tongyu Zhongshan Headquarter Tongyu Zhongshan Factory 1 Zhongshan R&D Center 

Tongyu Techn ology Inc. is a global designer and manufacturer of antenna systems, providing 

comprehensive solutions for wireless infrastructure. As an ISO, CE, ETSI compliance organization, we 

are serving distributors, system integrators, operators globally. 

Our sales network and service are represented in over 60 countries, such as Indonesia, Russia, Spain, 

Turkey, Australia, United States of America and Brazil. 

Till now, more than 7,000,000 antennas have been deployed in the global network. 
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Tongyu Jingzhou 

Tongyu Hongkong 

Tongyu Zhongshan 

Headquarter 

Tongyu Australia 

Tongyu America 

All material in the catalogue, including, without limitation, all copyrights, trademarks, artwork, images and 

other elements (collectively, the “content”), are protected by copyrights and other intellectual properly rights 

owned and controlled by Tongyu Technology. 

Tongyu Technology reserves the right to change, modify, or correct the information contained in the 

catalogue at any time without notice. 
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 Microwave Antenna

1. Company Code : Tongyu Communication Inc. (X1X2)
2. Manufacture Types : Antenna 5
3. Antenna Diameters : details as below

4. Performance Rank:
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5. Frequency: 

 
6. Polarization: S-Single polarization. D-Dual polarization 

 
7. Customer Code: Provide by R&D Microwave Department. 

 



 Name Regulation 

 

No. 1, Dongzhendong 2nd RD, Torch Hi-Tech Development Zone, Zhongshan, Guangdong, China  website: www.tycc.cn  

 Microwave Components 

 
1. Company Code: Tongyu Communication Inc. （X1X2） 
2. Manufacture Types:  

 
3. Performance Rank: 

 
4. Structure Code: 

 

5. Frequency Code (details as above) 
6. Customer Code: provide by R&D Microwave Department. 
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TYA-S Single-Pol. ETSI-Class 3 Ultra-High Performance Microwave Antenna 

Features 

● Available in diameter 0.2m-3.0m, Frequency range

6GHz-80GHz

● Up to 20% bandwidth for single antenna

● Broad-angle adjustment in elevation and azimuth

● Compact size, light weight

● ETSI-Class 3 compliance

 

 

Potential Application 

● High capacity p2p communication

● Mobile networking deployment

● 3G/4G Base Station Networking

● Power Grid Communications

● Broadband Internet Connection

● Building-to-building Solution

● Repeater System

● Low Cross-talk Communication

● Local Area Network(LAN)

● Microwave LTE Communication
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TYA-D Dual-Pol. ETSI-Class 3 Ultra-High Performance Microwave Antenna 

Features    

● Available in diameter 0.2m-3.0m,

Frequency range 6GHz-80GHz

● Up to 20% bandwidth for single antenna

● Broad-angle adjustment in elevation and azimuth

● Compact size, light weight

● ETSI-Class 3 compliance

● Split and direct-mount OMT

Potential Application 

● High capacity p2p communication

● Mobile networking deployment

● 3G/4G Base Station Networking

● Power Grid Communications

● Broadband Internet Connection

● Building-to-building Solution

● Repeater System

● Low Cross-talk Communication

● Local Area Network (LAN)

● Microwave LTE Communication
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C3 MW Antenna Market for Diameter/Freq. Distributions 

Diameter(M) 
Freq(GHz) 

6W 7W 10W 11G 13G 15G 18G 23G 26G 28G 32G 38G 42G 60G 80G 

0.2 NA NA NA NA OK OK OK OK OK OK OK OK OK OK OK 

0.3 NA NA OK OK OK OK OK OK OK OK OK OK OK OK OK 

0.6 OK OK OK OK OK OK OK OK OK OK OK OK OK OK OK 

0.9 OK OK OK OK OK OK OK OK OK NA NA NA NA NA NA 

1.2 OK OK OK OK OK OK OK OK OK NA NA NA NA NA NA 

1.8 OK OK OK OK OK OK OK OK NA NA NA NA NA NA NA 

2.4 OK OK OK OK OK NA NA NA NA NA NA NA NA NA NA 

3.0 OK OK OK OK OK NA NA NA NA NA NA NA NA NA NA 

www.tt-telecom.ru
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0.2M Class3 Single-Pol. Microwave Antenna Electrical Specifications 

Frequency 
Range(GHz) 

Tongyu PN 
Gain(dbi) 3dB BW 

(degs) 
XPD 
(dB) 

VSWR 
F/B radio 

(dB) Bottom Middle Top 

12.75-13.25 TYA02U013S 26.6 26.7 26.9 7.1 30 1.3 52 

14.4-15.35 TYA02U015S 27.4 28 28.4 6.1 30 1.3 55 

17.7-19.7 TYA02U018S 29.4 29.8 30.2 4.9 30 1.3 57 

21.2-23.6 TYA02U023S 31.5 31.8 32.2 4.1 30 1.3 56 

24.25-26.5 TYA02U026S 32.1 32.4 32.8 3.6 30 1.3 58 

27.5-29.5 TYA02U028S 33.3 33.6 34 3.2 30 1.3 59 

31.8-33.4 TYA02U032S 34.5 34.6 34.8 2.7 30 1.3 60 

37-40 TYA02U038S 35.8 36.2 36.5 2.3 30 1.3 61 

40.5-43.5 TYA02U042S 36.5 36.7 36.9 2.1 30 1.3 61 

57-66 TYA02U060S 38.8 39.1 39.3 1.4 30 1.5 56 

71-86 TYA02U080S 41.3 41.8 42 1.2 27 1.5 59 
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0.2M Class3 Dual-Pol. Microwave Antenna Electrical Specifications 

Frequency 
Range(GHz) 

Tongyu PN 
Gain(dbi) 3dB BW 

(degs) 
XPD 
(dB) 

VSWR 
F/B radio 

(dB) 
ISO 

Bottom Middle Top 

12.75-13.25 TYA02U013D 26.2 26.3 26.5 7.1 30 1.3 52 35 

14.4-15.35 TYA02U015D 27 27.6 28 6.1 30 1.3 55 35 

17.7-19.7 TYA02U018D 28.8 29.2 29.6 4.9 30 1.3 57 35 

21.2-23.6 TYA02U023D 30.9 31.2 31.6 4.1 30 1.3 56 35 

24.25-26.5 TYA02U026D 31.3 31.6 32 3.6 30 1.3 58 35 

27.5-29.5 TYA02U028D 32.5 32.8 33.2 3.2 30 1.3 59 35 

31.8-33.4 TYA02U032D 33.5 33.6 33.8 2.7 30 1.3 60 35 

37-40 TYA02U038D 34.8 35.2 35.5 2.3 30 1.3 61 35 

www.tt-telecom.ru
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Mechanical Specifications 

Azimuth Adjustment Coarse : 360 °   Fine : ±15 ° 

Elevation Adjustment Coarse : ±25°   Fine : ±15 ° 

Diameter of Mounting Pole (mm) Φ51~Φ114 

Wind Velocity Survival Rating (m/s) 70 

Wind Velocity Operational (m/s) 56 

Ice-load (mm) 25.4 

Operational Temperature (°C) -45~+60

Axial Force (N) 196 

Side Force (N) 97 

Twisting Moment (N•m) 81 

Dimensions(mm) 

Antenna Size(m) A B C D 

0.2 266 321 57 155 
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0.3M Class3 Single-Pol. Microwave Antenna Electrical Specifications 

Frequency 
Range(GHz) 

Tongyu PN 
Gain(dbi) 3dB BW 

(degs) 
XPD 
(dB) 

VSWR 
F/B radio 

(dB) Bottom Middle Top 

10.125-11.7 TYA03U10WS 28.7 29.4 30 5.5 30 1.3 55 

10.7-11.7 TYA03U011S 28 28.3 28.7 6.3 30 1.3 54 

12.75-13.25 TYA03U013S 26.6 26.7 26.9 7.1 30 1.3 57 

14.4-15.35 TYA03U015S 31.6 32.1 32.6 4.3 30 1.3 58 

17.7-19.7 TYA03U018S 33.6 34.2 34.5 3.3 30 1.3 60 

21.2-23.6 TYA03U023S 34.7 35.3 35.9 3 30 1.3 62 

24.25-26.5 TYA03U026S 36.2 36.6 37.1 2.5 30 1.3 63 

27.5-29.5 TYA03U028S 37.6 38.1 38.6 2.2 30 1.3 63 

31.8-33.4 TYA03U032S 38.7 38.9 39.1 1.8 30 1.3 58 

37-40 TYA03U038S 39.6 40.1 40.5 1.6 30 1.3 61 

40.5-43.5 TYA03U042S 40.4 40.8 41.1 1.5 30 1.3 60 

57-66 TYA03U060S 42.1 42.4 42.5 1 30 1.5 60 

71-86 TYA03U080S 43.8 44.7 45.2 0.8 27 1.5 62 

www.tt-telecom.ru
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0.3M Class3 Dual-Pol. Microwave Antenna Electrical Specifications 

Frequency 
Range(GHz) 

Tongyu PN 
Gain(dbi) 3dB BW 

(degs) 
XPD 
(dB) 

VSWR 
F/B radio 

(dB) 
ISO 

Bottom Middle Top 

10.125-11.7 TYA03U10WD 28.3 29 29.6 5.5 30 1.3 55 35 

10.7-11.7 TYA03U011D 27.6 27.9 28.3 6.3 30 1.3 54 35 

12.75-13.25 TYA03U013D 30.4 30.5 30.6 4.7 30 1.3 57 35 

14.4-15.35 TYA03U015D 31.2 31.7 32.2 4.3 30 1.3 58 35 

17.7-19.7 TYA03U018D 33 33.6 33.9 3.3 30 1.3 60 35 

21.2-23.6 TYA03U023D 34.1 34.7 35.3 3 30 1.3 62 35 

24.25-26.5 TYA03U026D 35.4 35.8 36.3 2.5 30 1.3 63 35 

27.5-29.5 TYA03U028D 36.8 37.3 37.8 2.2 30 1.3 63 35 

31.8-33.4 TYA03U032D 37.7 37.9 38.1 1.8 30 1.3 58 35 

37-40 TYA03U038D 38.6 39.1 39.5 1.6 30 1.3 61 35 

 

www.tt-telecom.ru
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Mechanical                         Specifications 

 

 

Azimuth Adjustment Coarse : 360 °   Fine : ±15 ° 

Elevation Adjustment Coarse : ±25°   Fine : ±15 ° 

Diameter of Mounting Pole (mm) Φ51~Φ114 

Wind Velocity Survival Rating (m/s) 70 

Wind Velocity Operational (m/s) 56 

Ice-load (mm) 25.4 

Operational Temperature (°C) -45~+60 

Axial Force (N) 407 

Side Force (N) 201 

Twisting Moment (N•m) 168 

Dimensions(mm) 

Antenna Size(m) A B C D 

0.3 399 367 105 200 
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0.6M Class3 Single-Pol. Microwave Antenna Electrical Specifications 

 

Frequency 
Range(GHz) 

Tongyu PN 
Gain(dbi) 3dB BW 

(degs) 
XPD 
(dB) 

VSWR 
F/B radio 

(dB) Bottom Middle Top 

7.125-8.5 TYA06U07WS 29.6 31.1 32.2 4.7 30 1.3 57 

10.125-11.7 TYA06U10WS 33.8 34.5 35.2 3.3 30 1.3 61 

10.7-11.7 TYA06U011S 33.8 34.5 35.2 3.3 30 1.3 61 

12.75-13.25 TYA06U013S 35.8 36 36.2 2.7 30 1.3 62 

14.4-15.35 TYA06U015S 36.5 36.8 37.2 2.5 30 1.3 65 

17.7-19.7 TYA06U018S 38.4 38.9 39.1 2.1 30 1.3 67 

21.2-23.6 TYA06U023S 40 40.5 41 1.7 30 1.3 65 

24.25-26.5 TYA06U026S 41.1 41.6 42.1 1.5 30 1.3 68 

27.5-29.5 TYA06U028S 42.3 42.6 43 1.2 30 1.3 68 

31.8-33.4 TYA06U032S 43.2 43.5 43.8 1 30 1.3 61 

37-40 TYA06U038S 44.6 45.2 45.8 0.9 30 1.3 64 

40.5-43.5 TYA06U042S 45.7 46 46.3 0.8 30 1.3 65 

57-66 TYA06U060S 46.6 47 47.1 0.5 30 1.5 64 

71-86 TYA06U080S 48.6 49.1 49.6 0.5 27 1.5 67 

www.tt-telecom.ru
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0.6M Class3 Dual-Pol. Microwave Antenna Electrical Specifications 

 

 

 

 

 

 

 

 

 

 

Frequency 
Range(GHz) 

Tongyu PN 
Gain(dbi) 3dB BW 

(degs) 
XPD 
(dB) 

VSWR 
F/B Radio 

(dB) 
ISO 

Bottom Middle Top 

7.125-8.5 TYA06U07WD 29.2 30.7 31.8 4.7 30 1.3 57 35 

10.125-11.7 TYA06U10WD 33.4 34.1 34.8 3.3 30 1.3 61 35 

10.7-11.7 TYA06U011D 33.4 34.1 34.8 3.3 30 1.3 61 35 

12.75-13.25 TYA06U013D 35.4 35.6 35.8 2.7 30 1.3 62 35 

14.4-15.35 TYA06U015D 36.1 36.4 36.8 2.5 30 1.3 65 35 

17.7-19.7 TYA06U018D 37.8 38.3 38.5 2.1 30 1.3 67 35 

21.2-23.6 TYA06U023D 39.4 39.9 40.4 1.7 30 1.3 65 35 

24.25-26.5 TYA06U026D 40.3 40.8 41.3 1.5 30 1.3 68 35 

27.5-29.5 TYA06U028D 41.5 41.8 42.2 1.2 30 1.3 68 35 

31.8-33.4 TYA06U032D 42.2 42.5 42.8 1 30 1.3 61 35 

37-40 TYA06U038D 43.6 44.2 44.8 0.9 30 1.3 64 35 

www.tt-telecom.ru
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Mechanical                          Specifications 

Azimuth Adjustment Coarse : 360 °   Fine : ±15 ° 

Elevation Adjustment Coarse : ±25°   Fine : ±15 ° 

Diameter of Mounting Pole (mm) Φ51~Φ114 

Wind Velocity Survival Rating (m/s) 70 

Wind Velocity Operational (m/s) 56 

Ice-load (mm) 25.4 

Operational Temperature (°C) -45~+60 

Axial Force (N) 1218 

Side Force (N) 601 

Twisting Moment (N•m) 505 

 

 

Dimensions(mm) 

Antenna Size(m) A B C D E 

0.6 675 382.5 271 89 210 
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0.9M Class3 Single-Pol. Microwave Antenna Electrical Specifications 

  

Frequency 
Range(GHz) 

Tongyu PN 
Gain(dbi) 3dB BW 

(degs) 
XPD 
(dB) 

VSWR 
F/B radio 

(dB) Bottom Middle Top 

5.925-7.125 TYA09U06WS 31.6 32.5 33.2 3.6 30 1.3 59 

7.125-8.5 TYA09U07WS 34 34.8 35.5 3 30 1.3 60 

10.125-11.7 TYA09U10WS 36.9 37.6 38.2 2.1 30 1.3 63 

10.7-11.7 TYA09U011S 37.5 37.9 38.2 2.1 30 1.3 63 

12.75-13.25 TYA09U013S 39 39.2 39.3 1.8 30 1.3 64 

14.4-15.35 TYA09U015S 40.1 40.3 40.6 1.6 30 1.3 67 

17.7-19.7 TYA09U018S 41.8 42.3 42.8 1.2 30 1.3 70 

21.2-23.6 TYA09U023S 43.4 43.9 44.3 1 30 1.3 67 

24.25-26.5 TYA09U026S 44.6 45 45.3 1 30 1.3 70 

www.tt-telecom.ru
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0.9M Class3 Dual-Pol. Microwave Antenna Electrical Specifications 

 

 

Frequency 
Range(GHz) 

Tongyu PN 
Gain(dbi) 3dB BW 

(degs) 
XPD 
(dB) 

VSWR 
F/B radio 

(dB) 
ISO 

Bottom Middle Top 

7.125-8.5 TYA09U07WD 33.6 34.4 35.1 3 30 1.3 60 35 

10.125-11.7 TYA09U10WD 36.5 37.2 37.8 2.1 30 1.3 63 35 

10.7-11.7 TYA09U011D 37.1 37.5 37.8 2.1 30 1.3 63 35 

12.75-13.25 TYA09U013D 38.6 38.8 38.9 1.8 30 1.3 64 35 

14.4-15.35 TYA09U015D 39.7 39.9 40.2 1.6 30 1.3 67 35 

17.7-19.7 TYA09U018D 41.2 41.7 42.2 1.2 30 1.3 70 35 

21.2-23.6 TYA09U023D 42.8 43.3 43.7 1 30 1.3 67 35 

24.25-26.5 TYA09U026D 43.8 44.2 44.5 1 30 1.3 70 35 

www.tt-telecom.ru
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Mechanical                          Specifications 

 

 

 

 

 

 

 

  

Azimuth Adjustment Coarse : 360 °   Fine : ±15 ° 

Elevation Adjustment Coarse : ±25°   Fine : ±15 ° 

Diameter of Mounting Pole (mm) Φ51~Φ114 

Wind Velocity Survival Rating (m/s) 70 

Wind Velocity Operational (m/s) 56 

Ice-load (mm) 25.4 

Operational Temperature (°C) -45~+60 

Axial Force (N) 2949 

Side Force (N) 1455 

Twisting Moment (N•m) 1425 

Dimensions(mm) 

Antenna Size(m) A B C D E F 

0.9 995 398 518 1500 455 242 
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1.2M Class3 Single-Pol. Microwave Antenna Electrical Specifications 

 

Frequency 
Range(GHz) 

Tongyu PN 
Gain(dbi) 3dB BW 

(degs) 
XPD 
(dB) 

VSWR 
F/B radio 

(dB) Bottom Middle Top 

5.925-7.125 TYA12U06WS 35 35.6 36.2 2.5 30 1.3 62 

7.125-8.5 TYA12U07WS 36.8 37.3 37.7 2.2 30 1.3 63 

10.125-11.7 TYA12U10WS 40.2 40.7 41 1.5 30 1.3 67 

10.7-11.7 TYA12U011S 40 40.4 40.8 1.5 30 1.3 67 

12.75-13.25 TYA12U013S 41.9 42 42.1 1.3 30 1.3 68 

14.4-15.35 TYA12U015S 42.7 42.9 43.1 1.2 30 1.3 71 

17.7-19.7 TYA12U018S 44.2 44.7 45.1 0.9 30 1.3 73 

21.2-23.6 TYA12U023S 46 46.7 47 0.8 30 1.3 74 

24.25-26.5 TYA12U026S 47 47.4 47.8 0.6 30 1.3 75 

www.tt-telecom.ru
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1.2M Class3 Dual-Pol. Microwave Antenna Electrical Specifications 

 
 

Frequency 
Range(GHz) 

Tongyu PN 
Gain(dbi) 3dB BW 

(degs) 
XPD 
(dB) 

VSWR 
F/B radio 

(dB) 
ISO 

Bottom Middle Top 

7.125-8.5 TYA12U07WD 36.4 36.9 37.3 2.2 30 1.3 63 35 

10.125-11.7 TYA12U10WD 39.8 40.3 40.6 1.5 30 1.3 67 35 

10.7-11.7 TYA12U011D 39.6 40 40.4 1.5 30 1.3 67 35 

12.75-13.5 TYA12U013D 41.5 41.6 41.7 1.3 30 1.3 68 35 

14.4-15.35 TYA12U015D 42.3 42.5 42.7 1.2 30 1.3 71 35 

17.7-19.7 TYA12U018D 43.6 44.1 44.5 0.9 30 1.3 73 35 

21.2-23.6 TYA12U023D 45.4 46.1 46.4 0.8 30 1.3 74 35 

24.25-26.5 TYA12U026D 46.2 46.6 47 0.6 30 1.3 75 35 

www.tt-telecom.ru
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Mechanical                        Specifications 

 

  

Azimuth Adjustment Coarse : 360 °   Fine : ±10 ° 

Elevation Adjustment Coarse : ±10°   Fine : ±10° 

Diameter of Mounting Pole (mm) Φ51~Φ114 

Wind Velocity Survival Rating (m/s)                                   70 

Wind Velocity Operational (m/s)                                        56 

Ice-load (mm) 25.4 

Operational Temperature (°C) -45~+60 

Axial Force (N) 4008 

Side Force (N) 1978 

Twisting Moment (N•m) 1759 

Dimensions(mm) 

Antenna Size(m) A B C D E F 

1.2 1246 727 872 320 439 1470 
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1.8M Class3 Single-Pol. Microwave Antenna Electrical Specifications 

 
 

Frequency 
Range(GHz) 

Tongyu PN 
Gain(dbi) 3dB BW 

(degs) 
XPD 
(dB) 

VSWR 
F/B radio 

(dB) Bottom Middle Top 

5.925-7.125 TYA18U06WS 38.5 39.4 39.8 1.7 30 1.3 65 

7.125-8.5 TYA18U07WS 40.1 40.8 41.1 1.5 30 1.3 67 

10.125-11.7 TYA18U10WS 42.7 43.5 44.4 1.1 30 1.3 70 

10.7-11.7 TYA18U011S 43.3 43.8 44.4 1.1 30 1.3 70 

12.75-13.25 TYA18U013S 44.8 45.2 45.5 0.9 30 1.3 72 

14.4-15.35 TYA18U015S 45.9 46.2 46.5 0.8 30 1.3 74 

17.7-19.7 TYA18U018S 47 47.8 48.4 0.7 30 1.3 76 

21.2-23.6 TYA18U023S 48.9 49.4 49.9 0.5 30 1.3 79 

www.tt-telecom.ru
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1.8M Class3 Dual-Pol. Microwave Antenna Electrical Specifications 

 

Frequency 
Range(GHz) 

Tongyu PN 
Gain(dbi) 3dB BW 

(degs) 
XPD 
(dB) 

VSWR 
F/B radio 

(dB) 
ISO 

Botto Middle Top 

7.125-8.5 TYA18U07WD 39.7 40.4 40.7 1.5 30 1.3 67 35 

10.125-11.7 TYA18U10WD 42.3 43.1 44 1.1 30 1.3 70 35 

10.7-11.7 TYA18U011D 42.9 43.4 44 1.1 30 1.3 70 35 

12.75-13.5 TYA18U013D 44.4 44.8 45.1 0.9 30 1.3 72 35 

14.4-15.35 TYA18U015D 45.5 45.8 46.1 0.8 30 1.3 74 35 

17.7-19.7 TYA18U018D 46.4 47.2 47.8 0.7 30 1.3 76 35 

21.2-23.6 TYA18U023D 48.3 48.8 49.3 0.5 30 1.3 79 35 

www.tt-telecom.ru
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Mechanical                          Specifications 

 

 

 

 

 

 

 

  
 

Azimuth Adjustment Coarse : 360 °   Fine : ±5 ° 

Elevation Adjustment Coarse : ±5°   Fine : ±5° 

Diameter of Mounting Pole (mm) Φ51~Φ114 

Wind Velocity Survival Rating (m/s)                                     70 

Wind Velocity Operational (m/s)  56

Ice-load (mm) 25.4 

Operational Temperature (°C) -45~+60 

Axial Force (N) 9758 

Side Force (N) 4816 

Twisting Moment (N•m) 2728 

Dimensions(mm) 

Antenna Size(m) A B C D E 

1.8 1877 1044 265 367 1955 
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2.4M Class3 Single-Pol. Microwave Antenna Electrical Specifications 

Frequency 
Range(GHz) 

Tongyu PN 
Gain(dbi) 

3dB BW 
(degs) 

XPD 
(dB) 

VSWR 
F/B radio 

(dB) 
Bottom Middle Top 

5.925-7.125 TYA24U06WS 40.8 41.7 42.5 1.4 30 1.3 67 

7.125-8.5 TYA24U07WS 42.4 43.3 44 1.1 30 1.3 68 

10.125-11.7 TYA24U10WS 45.1 46.2 46.8 0.8 30 1.3 71 

10.7-11.7 TYA24U011S 46 46.4 46.8 0.8 30 1.3 71 

12.75-13.25 TYA24U013S 47.5 47.7 47.8 0.7 30 1.3 73 
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2.4M Class3 Dual-Pol. Microwave Antenna Electrical Specifications 

 

 

 

Frequency 
Range(GHz) 

Tongyu PN 
Gain(dbi) 

3dB BW 
(degs) 

XPD 
(dB) 

VSWR 
F/B radio 

(dB) 
ISO 

Bottom Middle Top 

5.925-7.125 TYA24U06WD 40.4 41.3 42.1 1.4 30 1.3 67 35 

7.125-8.5 TYA24U07WD 42 42.9 43.6 1.1 30 1.3 68 35 

10.125-11.7 TYA24U10WD 44.7 45.8 46.4 0.8 30 1.3 71 35 

10.7-11.7 TYA24U011D 45.6 46 46.4 0.8 30 1.3 71 35 

12.75-13.25 TYA24U013D 47.1 47.3 47.4 0.7 30 1.3 73 35 
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Mechanical                           Specifications 

 
 
 
 
 
 
 

  

 

 

 

 

 

 

Azimuth Adjustment Coarse : 360 °   Fine : ±15 ° 

Elevation Adjustment Fine : ±5° 

Diameter of Mounting Pole (mm) Φ51~Φ114 

Wind Velocity Survival Rating (m/s) 67 

Wind Velocity Operational (m/s) 30 

Ice-load (mm) 25.4 

Operational Temperature (°C) -45~+60 

Axial Force (N) 17455 

Side Force (N) 8598 

Twisting Moment (N•m) 11545 
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3.0M Class3 Single-Pol. Microwave Antenna Electrical Specifications 

Frequency 
Range(GHz) 

Tongyu PN 
Gain(dbi) 

3dB BW 
(degs) 

XPD 
(dB) 

VSWR 
F/B radio 

(dB) 
Bottom Middle Top 

5.925-7.125 TYA30U06WS 42.8 43.6 44.4 1.1 30 1.3 69 

7.125-8.5 TYA30U07WS 44.4 45.2 45.6 0.9 30 1.3 70 

10.125-11.7 TYA30U10WS 47.5 48.1 48.7 0.7 30 1.3 73 

10.7-11.7 TYA30U011S 47.9 48.3 48.7 0.7 30 1.3 73 

12.75-13.25 TYA30U013S 49.5 49.6 49.8 0.6 30 1.3 75 
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3.0M Class3 Dual-Pol. Microwave Antenna Electrical Specifications 

Frequency 
Range(GHz) 

Tongyu PN 
Gain(dbi) 

3dB BW 
(degs) 

XPD 
(dB) 

VSWR 
F/B radio 

(dB) 
IS0 

Bottom Middle Top 

5.925-7.125 TYA30U06WS 42.8 43.6 44.4 1.1 30 1.3 69 35 

7.125-8.5 TYA30U07WS 44.4 45.2 45.6 0.9 30 1.3 70 35 

10.125-11.7 TYA30U10WS 47.5 48.1 48.7 0.7 30 1.3 73 35 

10.7-11.7 TYA30U011S 47.9 48.3 48.7 0.7 30 1.3 73 35 

12.75-13.25 TYA30U013S 49.5 49.6 49.8 0.6 30 1.3 75 35 
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Mechanical                           Specifications 

 

 

 

 

  

 

 

 

 

 

 

Azimuth Adjustment Coarse : 360 °   Fine : ±5 ° 

Elevation Adjustment Fine : ±5° 

Diameter of Mounting Pole (mm) Φ51~Φ114 

Wind Velocity Survival Rating (m/s) 67 

Wind Velocity Operational (m/s) 30 

Ice-load (mm) 25.4 

Operational Temperature (°C) -45~+60 

Axial Force (N) 26212 

Side Force (N) 12916 

Twisting Moment (N•m) 21588 
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Microwave Antenna-Single Polarized ESTI-Class4 Extremely-high Performance  

Features 

 ● Feasible in diameter 0.3m-0.6m, frequency from 15GHz-38GHz 

 ● Up to 20% bandwidth for single antenna 

 ● Broad-angle adjustment in elevation and azimuth 

 ● Compact size,light weight 

 ● ETSI-Class4 compliance 

 ● IPV67, CE, RoHS, ETC COMPLIANCE 

 

 

C4 MW Antenna Market for Diameter/Freq Distributions 

  

 

 

 

 

 

Freq(GHz)  
Diameter(M) 

11G 13G 15G 18G 23G 26G 28G 32G 38G 42G 

0.3 NA NA NA NA OK OK OK OK OK OK 

0.6 NA NA OK OK OK OK OK OK OK OK 
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0.3 Class4 Single-Pol. Microwave Antenna Electrical Specifications 

Frequency  
Range(GHz) 

Tongyu PN 
Gain(dbi) 3db BW 

(degs) 
XPD 
(dB) 

VSWR 
F/B radio 

(dB) Bottom Middle Top 

21.2-23.6 TYA03E023S 35.2 35.6 36 2.9 30 1.3 66 

24.25-26.5 TYA03E026S 36.4 36.8 37.3 2.4 30 1.3 69 

27.5-29.5 TYA03E028S 37.7 38 38.3 2.2 30 1.3 70 

31.8-33.4 TYA03E032S 38.7 38.9 39.1 1.8 30 1.3 67 

37-40 TYA03E038S 39.9 40.1 40.5 1.6 30 1.3 68 
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Mechanical                         Specifications 

 

 

Azimuth Adjustment Coarse : 360 °   Fine : ±15 ° 

Elevation Adjustment Coarse : ±25°   Fine : ±15 ° 

Diameter of Mounting Pole (mm) Φ51~Φ114 

Wind Velocity Survival Rating (m/s) 70 

Wind Velocity Operational (m/s) 56 

Ice-load (mm) 25.4 

Operational Temperature (°C) -45~+60 

Axial Force (N) 474 

Side Force (N) 234 

Twisting Moment (N•m) 175 

Dimensions(mm) 

Antenna Size(m) A B C D 

0.3 399 367 255 200 
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0.6M Class4 Single-Pol. Microwave Antenna Electrical Specifications 

 

 

 

Frequency  
Range(GHz) 

Tongyu PN 
Gain(dbi) 3db BW   

(degs) 
XPD 
(dB) 

VSWR F/B  radio(dB) 
Bottom Middle Top 

14.4-15.35 TYA06E015S 36.5 36.8 37.2 2.2 30 1.3 68 

17.7-19.7 TYA06E018S 38.4 38.9 39.1 2.1 30 1.3 70 

21.2-23.6 TYA06E023S 40 40.5 41 1.7 30 1.3 71 

24.25-26.5 TYA06E026S 41.1 41.6 42.1 1.5 30 1.3 74 

27.5-29.5 TYA06E028S 42.3 42.6 43 1.2 30 1.3 76 

31.8-33.4 TYA06E032S 43.2 43.5 43.8 1 30 1.3 71 

37-40 TYA06E038S 44.6 45.2 45.8 0.9 30 1.3 72 
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Mechanical                           Specifications 

 

 

Azimuth Adjustment Coarse : 360 °   Fine : ±15 ° 

Elevation Adjustment Coarse : ±25°   Fine : ±15 ° 

Diameter of Mounting Pole (mm) Φ51~Φ114 

Wind Velocity Survival Rating (m/s) 70 

Wind Velocity Operational (m/s) 56 

Ice-load (mm) 25.4 

Operational Temperature(°C) -45~+60 

Axial Force (N) 1357 

Side Force (N) 670 

Twisting Moment (N•m) 578 

Dimensions(mm) 

Antenna Size(m) A B C D E 

0.6 675 382.5 415 89 210 
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Sector Horn Antenna 
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Brief Description 

 The antenna is made of aluminum to keep its weight low. 

 The Sector horn antenna is a broadband, compact transmitting and receiving antenna for the 

frequency range from 10.15GHz to 40GHz. 

 High gain and low VSWR permit the measurement of weak signals and the generation of high 

field strengths without any significant return loss. 

 Null fill, which null depth relative to the main beam is less than -20db,in order to reduce the 

antenna signal fluctuations, solves the coverage blind area. 

 

Potential Applications 

 Point-to-multipoint communications 

 Mobile Networking Deployment 

 3G/4G Base Station Networking 

 Broadband Internet Communication 

 Low Cross-talk Communications 

 Local Area Network (LAN) 

 Microwave LTE Communications 

Features 

 Null fill. 

 Low VSWR. 

 ETSI-SS3 compliance. 

 Wide frequency range. 

 High and constant gain. 

 Compact size, light weight. 

 Up to 20% bandwidth for single antenna. 

 Broad-angel adjustment in elevation and azimuth. 

 The half power beam-width (HPBW),originally, HPBW-AZ contains 30°,60°,90°. 
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Mechanical                          Specifications 

 
Electrical Specifications 

Type 
Frequency 

Range(GHz) 
HPBW-AZ 

(deg) 
HPBW-El 

(deg) 
Gain 
(dBi) 

F/B Ratio 
(dB) 

XPD 
(dB) 

VSWR 
(max) 

Regulatory 
Compliance 

10G 10.15-10.65 90 8 16 40 

25 1.5 
ETSI EN 302 
326-3 SS3 

27W 24.5-29.5 

30 6 21 40 

90 6 18 40 

31G 31-31.3 60 2 23 35 

39G 38.6-40 

30 5 21 40 

60 2 24 35 

90 5 17.6 40 

 

Diameter of Mounting Pole(mm) Φ51~Φ114 

Wind Velocity Survival Rating(m/s) 67 

Wind Velocity Operational(m/s) 55 

Operating Temperature(°C) -45~+60 

Axial Force(N) 394 

Side Force(N) 194 

Twisting Moment(N·m) 155 
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Pattern 
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Ortho-mode Transducer (OMT) 

 

 
 
 
 
 
 
 
 
 
 
 
 

Direct-Mount OMT 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 

Split-Mount OMT 
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Brief Description 

 An Ortho-mode transducer(OMT) is a waveguide component. It is commonly referred to as a 

polarization duplexer. 

 OMT serves either to combine or to separate two orthogonally polarized microwave signal paths. 

 OMT is used in reflector antenna, which is point-to-point communication system, generally using 

the circular waveguide. 

 It makes all electricity ports having a very good match, and makes two independent signal having 

a high isolation.  

 
Potential Applications 

 Flexible waveguide for dual-polarization antenna with split-Mount OMT. 

 Dual ODU for dual-polarization antenna with direct-Mount OMT. 

 Reliable dual polarization system. 

 Multi-functional communication systems. 

 

 
Features 

 Split OMT/Direct OMT 

 Split-Mount/Direct-mount to dual-polarized microwave antenna 

 Full band 6~38GHz in active R&D  

 VSWR typical value ≤1.3 

 Isolation ≤-35dB 
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Mechanical Specifications（reference） 

Type Material 
Dimensions(m

m) 
Gross 

weight(kg) 
Net 

weight(kg) 

Packing 
size ,L*W*H(m

m) 

Operating 
temperature(°C) 

Direct 
Aluminum 

Alloy 
349*110*258 ≤4.0 ≤3.0 410*170*320 -40~60 

Split 
Aluminum 

Alloy 
84*84*49 ≤1.0 ≤0.6 114*114*80 -40~60 

 

Electrical Specifications 

Freq 
Frequency 
range(GHz) 

Type 
Insertion 

loss 
max(dB） 

ODU 
 interface 

Isolation 
min(dB) 

VSWR 
Antenna 
interface 

6W 5.9-7.1 D 0.4 153IEC-R70 

35 1.3 

Tongyu 
Antenna 
Interface 

or 
Customized 

7W 7.1-8.5 
S 0.3 

153IEC-R84 
D 0.4 

10W 10.1-11.7 
S 0.3 

153IEC-R100 
D 0.4 

11G 10.7-11.7 
S 0.3 
D 0.4 

13G 12.75-13.25 
S 

0.4 153IEC-R120 
D 

15G 14.4-15.35 
S 

0.4 153IEC-R140 
D 

18G 17.7-19.7 
S 0.4 

153IEC-R220 

D 0.6 

23G 21.2-23.6 
S 0.4 
D 0.6 

26G 24.25-26.5 
S 0.4 
D 0.8 

28G 27.5-29.5 
S 0.4 

153IEC-R320 

D 0.8 

32G 31.8-33.4 
S 0.5 
D 1 

38G 37-40 
S 0.5 
D 1 

42G 40.5-43.5 D 1 R400  
80G 71-85 D 1.5 R740 30 1.5 

www.tt-telecom.ru
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Coupler 

 
 
 
 
 
 
 
 
 
 
 

Microwave Directional Coupler 
 
 
 
 
 
 
 
 
 
 
 
 

 
80G Coupler 
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Brief Description 

 It is a directional power coupling device. 

 Coupler is a outdoor three port network device, belongs to wireless transmission products, 

having a public side, a main road and a deputy road. 

 The public side connects the literal outdoor antenna, the main road and the branch road 

respectively connect with two outdoor unit of 1+1 hot backup ODU, as the two transceiver 

integrated channel to share an antenna through coupler.  

 

Potential Applications 

 Dual ODU for single antenna. 

 Meet Hot/Stand Requirement. 

 Reliable Communication Systems. 

 Etc. 

 Dock with the antenna and ODU , the public  end connects to the antenna connection plate, the 

main and deputy road connected to ODU. THROUGH The antenna hanging bar installed at the 

top of the outdoor derrick. 

 Docking with the soft waveguide and isolation mounting bracket. 

 
 

Features 

 Available in power split for 3dB/6dB. 

 Frequency range 6-42GHz. 

 VSWR ≤1.4. 

 Isolation≤-20. 
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3dB Electrical Specifications 

3dB 

Freq 
Frequency 
range(GHz) 

Insertion 
loss(dB) 

Coupling(
dB) 

Insertion 
loss/Coupling 
variation(dB) 

Isolation 
(dB) 

VSWR 

6W 5.9-7.1 ≤3.6 

≤1.0 
≥20 

≤1.3 

7W 7.1-8.5 

≤3.8 

10W 10.125-11.7 

13G 12.75-13.25 

15G 14.4-15.35 

18G 17.7-19.7 

23W 21.2-24.25 

26G 24.25-26.5 

≤4.1 

≤1.4 

28G 27.5-29.5 

32G 31.8-33.4 

38G 37.0-40.0 

42G 40.5-43.5 ≤4.7 

80G 71.0-86.0 ≤6.0 ≥20 
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6dB Electrical Specifications 

6dB 

Freq 
Frequency 
range(GHz) 

Insertion 
loss(dB) 

Insertion loss 
variation(dB) 

Coupling 
(dB) 

Coupling 
variation 

(dB) 

Isolation 
(dB) 

VSWR 

6W 5.9-7.1 ≤1.7 

≤0.5 

≤6.8 

≤1.0 
≥20 

≤1.3 

7W 7.1-8.5 

≤1.9 ≤7.0 

10W 10.125-11.7 

13G 12.75-13.25 

15G 14.4-15.35 

18G 17.7-19.7 

23W 21.2-24.25 

26G 24.25-26.5 

≤2.1 
≤0.8 ≤8.0 

≤1.4 

28G 27.5-29.5 

32G 31.8-33.4 

38G 37.0-40.0 

42G 40.5-43.5 ≤2.4 

80G 71.0-86.0 ≤4.0 ≤1.0 ≤9.0 ≥20 
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