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BHlansen

Wide range of applications, such as indoor distribution, broadcast, various base stations, wireless cellular, and others.

Lower VSWR, perfect shielding effectiveness, and extraordinary inter-modulation performance lead to fewer energy loss and outer

interference.
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Copper tube
Physically foamed PE
Ring corrugated copper

Flame retardant black PE

pF/m
puH/m

%

kv
MQ<km
kw

GHz

dB

e
= ibu@hansen.com.cn

Specifications on this sheet are subject to change without prior notice. 1/5/2016

©9.30mm

@©23.00mm
@ 25.40mm
©27.60mm

127
254
1590

50+1
75
0.19
88

6.0
>5000
91

5.0
>120

@ www.hansen.com.cn


http://www.hansen.com.cn

PRODUCT SPECIFICATION B-lansen

Frequency Attenuation Power
MHz @20°C, dB/100m(dB/100ft) @40°C, kW
10 0.36(0.11) 23.37
200 1.67(0.51) 5.05
450 2.55(0.78) 3.29
800 3.48(1.06) 2.42
900 3.70(1.13) 2.26
960 3.84(1.17) 2.19
1000 3.93(1.20) 2.14
1500 4.91(1.50) 1.71
1800 5.44(1.66) 1.54
2000 5.77(1.76) 1.46
2200 6.09(1.86) 1.38
2500 6.55(2.00) 1.28
3000 7.27(2.22) 1.15

Attenuation values may have a tolerance of +5%.

690~960MHz < 1.12

1700~2200MHz < 1.13

2300~2400MHz < 1.15

2500~2700MHz < 1.15

Flame retardant IEC 60332-1, IEC60332-3C
2011/65EU(ROHS) Compliant
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