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Introducing EXPLORER 323
Setting new standards for BGAN On-The-Move
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EXPLORER 323
The ultra-compact vehicular choice

130
mm

97 mm

320 mm 350 mm

• LOWEST BGAN Comms-On-The-Move Terminal

• ONLY Auto-Tracking BGAN with No Moving Parts

• FIRST Inmarsat Class 12 BGAN (Up to 384 kbps)

• Rugged IP 66 Design

• Built-in Wireless Access Point

• Inmarsat BGAN M2M Compliant
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EXPLORER 323 – setting new standards for BGAN on-the-move

Shipstart
Q1 2020
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EXPLORER 323
Data Services

Data Service (Class 12) Below 20° elevation Above 20° elevation

Background (Rx / Tx) Up to 270 / 158 kbps Up to 384 / 225 kbps

Streaming 32 kbps 32 kbps, 64 kbps
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EXPLORER 323
Key features

• Electronically Steered with No Moving Parts 

• Based on Cobham's proven BGAN Radio Module

• One Cable Install with DC Power and Ethernet

• Built-in Wireless Access Point

• Simultaneous Voice and Data 
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New standards for BGAN on-the-move
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EXPLORER Connect App
Satellite connectivity made simple
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Use your own Smart Device to Make Calls or Easily Access the Internet

• SIP Softphone
• Terminal Access
• Pointing assistance
• Dashboard (BGAN status)

Available for 
IOS and Android

http://www.google.dk/url?sa=i&rct=j&q=&esrc=s&source=images&cd=&cad=rja&uact=8&ved=0CAcQjRw&url=http://www.networkinv.com/cobham-explorer-connect-app-for-bgan-available-for-android-and-select-ios-devices/&ei=fISSVej_KoWNywPJ8aC4Dg&bvm=bv.96783405,d.bGQ&psig=AFQjCNEJtlcxMMo6jr139m4aA0VVHBLEJQ&ust=1435751920188133
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EXPLORER 323 PRISM PTT+ Bundle
The Perfect Match

The EXPLORER 323 PRISM PTT+ solution offers a wide range of benefits. 
Low installation cost, unparalleled network resilience and seamless switching between multiple bearers. 

Constant coverage from anywhere in the world, however remote and whatever the application.

EXPLORER Mobile 
Gateway

Local Area 
Network 

(LAN)

*Min. 8kbit/s bandwidth required

Terrestrial
2G/GPRS

3G, LTE
etc.

EXPLORER 323 BGAN

Satellite
L-Band
VSAT
Etc.

Network Vehicle



• Magnetic Mount Solution
Item #: 403706A-009

• EXPLORER Connection Box
Item #: 403723A-050

• 15m open-ended Hybrid Cable 
for 24V DC and Ethernet
Item # 403723A-060
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EXPLORER 323
Optional Accessories

What’s in the Box Optional Accessories and Options

• EXPLORER 323 Terminal

• 6m open-ended Hybrid Cable 
for 24V DC and Ethernet

• Quick Start Guide

• Drilling template for Mounting
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